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1
APPARATUS AND METHOD FOR DC OFFSET
CALIBRATION IN SIGNAL TRANSMISSION
DEVICE

PRIORITY

This application claims the benefit under 35 U.S.C. §119
(a) of aKorean patent application filed on Dec. 12,2012 in the
Korean Intellectual Property Office and assigned Serial No.
10-2012-0144365, the entire disclosure of which is hereby
incorporated by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an apparatus and a method
for Direct Current (DC) offset calibration in a signal trans-
mission device of a wireless communication system.

2. Description of the Related Art

Generally, in a wireless communication environment, a
Complementary Metal-Oxide Semiconductor (CMOS)
Radio Frequency Integrated Circuit (RFIC) serves to transmit
a baseband modem signal using a radio wave, and serves to
deliver a reception signal received through an antenna to a
Modulator/Demodulator (MODEM) without distortion.

A 4th generation wireless communication standard, such
as Long Term Evolution (LTE) or Mobile WiMax, uses a
modulation scheme, such as a 16 Quadrature Amplitude
Modulation (16QAM) scheme or a 64QAM scheme, in order
to transmit and receive a relatively large amount of data
without distortion. The use of this modulation scheme indi-
cates that an Error Vector Magnitude (EVM) performance
corresponding to a quality index of a signal transmitted by a
signal transmission device must be good.

Major factors which affect EVM performance include the
linearity of an output-side circuit, the phase noise of a Local
Oscillator (LO) signal, the amount of imbalance of an In-
phase/Quadrature (IQ) channel, the amount of LO leakage
(for example, a DC offset), etc. Particularly, LO leakage is
generated by a DC offset of an analog baseband signal which
is input to a mixer, and must be minimized in order to improve
the EVM performance. Moreover, if the amount of LO leak-
age increases, even when a signal reception device demodu-
lates a signal transmitted by the signal transmission device,
the EVM performance is degraded.

In order to efficiently operate a wireless communication
network, the signal transmission device has a dynamic range
ot 70 to 80 dB, and 30 to 40 dB within the dynamic range of
70 to 80 dB is determined as a dynamic range of an analog
baseband. Accordingly, in order to meet the specifications of
LO leakage in the entire range of an output voltage (output
power), a DC offset must be removed for each gain step in the
analog baseband.

FIG. 1 is a block diagram schematically showing an inter-
nal configuration of a signal transmission device in a wireless
communication system according to the related art.

Referring to FIG. 1, the signal transmission device may
include a Digital-to-Analog Converter (DAC) 111, a Current-
to-Voltage Converter (IVC) 113, a Variable Gain Amplifier
(VGA) 115, a Low Pass Filter (LPF) 117, a DC calibration
unit 119, a mixer 121, alLocal Oscillator (LO) 123, and a drive
amplifier 125.

The DAC 111, which is typically part of a MODEM, first
converts an | (in-phase) signal and a Q (quadrature) signal
into an analog signal, and outputs the converted analog signal
to the IVC 113. The IVC 113 converts the converted analog
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baseband signal, which is output from the MODEM, into a
voltage signal, and the converted voltage signal to the VGA
115.

The VGA 115 amplifies the signal, which is output from
the IVC 113, by a previously-set gain, and a signal from the
VGA 115 is output to the LPF 117. At this time, the DC
calibration unit 119 first removes a DC offset from the signal,
which is output from the VGA 115, by using a DC calibration
value determined according to the control of the controller,
and outputs a signal, which is obtained by removing the DC
offset, to the LPF 117. The LPF 117 filters a signal obtained
after the DC calibration unit 119 removes the DC offset in
such a manner as to limit a bandwidth of the signal to a
previously-set bandwidth, and outputs the filtered signal to
the mixer 121.

The mixer 121 mixes the signal, which is obtained after the
DC calibration unit 119 removes the DC offset, with a signal,
which is output from the LO 123, and outputs a mixed signal
to the drive amplifier 125. The drive amplifier 125 amplifies
the signal, which is output from the mixer 121, by a previ-
ously-set gain, and outputs an amplified signal.

As described above, a DC calibration value used by the
typical DC calibration unit 119 is a value used to remove a DC
offset in the entire analog baseband with respect to a particu-
lar gain. Accordingly, when gains used by the VGA 115 and
the LPF 117 change, a DC offset is again generated.

Therefore, a need exists for an apparatus and method for
DC offset calibration in a signal transmission device of a
wireless communication system.

The above information is presented as background infor-
mation only to assist with an understanding of the present
disclosure. No determination has been made, and no assertion
is made, as to whether any of the above might be applicable as
prior art with regard to the present invention.

SUMMARY OF THE INVENTION

Aspects of the present invention are to address at least the
above-mentioned problems and/or disadvantages and to pro-
vide at least the advantages described below. Accordingly, an
aspect of the present invention is to provide an apparatus and
amethod for Direct Current (DC) offset calibration in a signal
transmission device of a wireless communication system.

In accordance with an aspect of the present invention, a
method for DC offset calibration in a signal transmission
device is provided. The method includes converting a signal,
into a voltage signal by a Current-to-Voltage Converter
(IVC), removing a DC offset from a signal, which is output
from the IVC, by using a first DC calibration value by a first
DC calibration unit, amplifying the signal output from the
IVC by using a previously-set gain by a Variable Gain Ampli-
fier (VGA), removing a DC offset from a signal, which is
output from the VGA, by using a second DC calibration value
by a second DC calibration unit, filtering the signal output
from the VGA in such a manner as to limit a bandwidth of the
signal to a previously-set bandwidth, by a Low Pass Filter
(LPF), and removing a DC offset from a signal, which is
output from the LPF, by using a third DC calibration value by
a third DC calibration unit.

In accordance with another aspect of the present invention,
anapparatus for DC offset calibration in a signal transmission
device is provided. The apparatus includes an IVC for con-
verting a signal, into a voltage signal, a first DC calibration
unit for removing a DC offset from a signal, which is output
from the IVC, by using a first DC calibration value, a VGA for
amplifying the signal obtained output from the IVC by using
apreviously-set gain, a second DC calibration unit for remov-
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ing a DC offset from a signal, which is output from the VGA,
by using a second DC calibration value, an LPF for filtering
the signal output from the VGA in such a manner as to limit a
bandwidth of the signal to a previously-set bandwidth, a third
DC calibration unit for removing a DC offset from a signal,
which is output from the LPF, by using a third DC calibration
value, and a controller for determining the first DC calibration
value, the second DC calibration value and the third DC
calibration value.

Other aspects, advantages, and salient features of the
invention will become apparent to those skilled in the art from
the following detailed description, which, taken in conjunc-
tion with the annexed drawings, discloses exemplary embodi-
ments of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features, and advantages of
certain exemplary embodiments of the present invention will
be more apparent from the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1 is a block diagram schematically showing an inter-
nal configuration of a transmission device in a wireless com-
munication system according to the related art;

FIG. 2 is a block diagram schematically showing an inter-
nal configuration of a signal transmission device in a wireless
communication system according to an exemplary embodi-
ment of the present invention;

FIG. 3 is a flowchart showing an operation of determining
a Direct Current (DC) calibration value for use in DC cali-
bration according to an exemplary embodiment of the present
invention;

FIG. 4 is a view showing a process in which a controller
controls the operation of a first DC calibration unit and deter-
mines a first DC calibration value according to an exemplary
embodiment of the present invention;

FIG. 5 is a view showing a process in which a controller
controls the operation of a third DC calibration unit and
determines a third DC calibration value according to an
exemplary embodiment of the present invention;

FIG. 6 is a view showing a process in which a controller
controls the operation of a second DC calibration unit and
determines a second DC calibration value according to an
exemplary embodiment of the present invention; and

FIG. 7 is a graph showing calibration points according to a
step change in an analog baseband gain in each case of an
exemplary embodiment of the present invention and that of
the related art.

Throughout the drawings, it should be noted that like ref-
erence numbers are used to depict the same or similar ele-
ments, features, and structures.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

The following description with reference to the accompa-
nying drawings is provided to assist in a comprehensive
understanding of exemplary embodiments of the invention as
defined by the claims and their equivalents. It includes vari-
ous specific details to assist in that understanding but these are
to be regarded as merely exemplary. Accordingly, those of
ordinary skill in the art will recognize that various changes
and modifications of the embodiments described herein can
be made without departing from the scope and spirit of the
invention. In addition, descriptions of well-known functions
and constructions may be omitted for clarity and conciseness.
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The terms and words used in the following description and
claims are not limited to the bibliographical meanings, but,
are merely used by the inventor to enable a clear and consis-
tent understanding of the invention. Accordingly, it should be
apparent to those skilled in the art that the following descrip-
tion of exemplary embodiments of the present invention is
provided for illustration purpose only and not for the purpose
of limiting the invention as defined by the appended claims
and their equivalents.

It is to be understood that the singular forms “a,” “an,” and
“the” include plural referents unless the context clearly dic-
tates otherwise. Thus, for example, reference to “a compo-
nent surface” includes reference to one or more of such sur-
faces.

Exemplary embodiments of the present invention provide
an apparatus and a method for Direct Current (DC) offset
calibration in a signal transmission device of a wireless com-
munication system.

FIG. 2 is a block diagram schematically showing an inter-
nal configuration of a signal transmission device in a wireless
communication system according to an exemplary embodi-
ment of the present invention.

Referring to FIG. 2, the signal transmission device may
include a Digital-to-Analog Converter (DAC) 211, a first DC
calibration unit 213, a Current-to-Voltage Converter (IVC)
215, a Variable Gain Amplifier (VGA) 217, a second DC
calibration unit 219, a Low Pass Filter (LPF) 221, a third DC
calibration unit 223, a mixer 225, a Local Oscillator (LO)
227, a drive amplifier 229, an envelope detector 231, and a
controller (not separately shown in FIG. 2).

The DAC 211 of a Modulator/Demodulator (MODEM)
may convert an I (in-phase) signal and a Q (quadrature) signal
into an analog baseband signal and output the converted sig-
nal to the IVC 215. The first DC calibration unit 213 may
remove a DC offset from the converted analog baseband
signal in the IVC 215, and the IVC 215 outputs a signal,
which is obtained by removing the DC offset, tothe VGA 217.
The first DC calibration unit 213 can remove the DC offset by
using a DC calibration value determined according to the
control of the controller. An operation of the controller for
determining a DC calibration value used by the first DC
calibration unit 213 will be described in more detail below
with reference to FIG. 3 and FIG. 4. Accordingly, a detailed
description thereof will be omitted here. Meanwhile, the IVC
215 may convert a current signal, which is output from the
DAC 211, into a voltage signal, and output the converted
voltage signal to the VGA 217.

The VGA 217 may amplify the signal, which is output from
the IVC 215, by a previously-set gain. The second DC cali-
bration unit 219 may remove a DC offset from a signal, which
is output from the VGA 217, and a signal obtained by remov-
ing the DC offset is output to the LPF 221. At this time, the
second DC calibration unit 219 may remove the DC offset by
using a DC calibration value determined according to the
control of the controller. An operation of the controller for
determining a DC calibration value used by the second DC
calibration unit 219 will be described in more detail below
with reference to FIG. 3 and FIG. 6. Accordingly, a detailed
description thereof will be omitted here.

The LPF 221 may filter a signal obtained after the second
DC calibration unit 219 removes the DC offset, in such a
manner as to limit a bandwidth of the signal to a previously-
set bandwidth. The third DC calibration unit 223 may remove
a DC offset from a signal which is output from the LPF 221,
and a signal obtained by removing the DC offset is output to
the mixer 225. At this time, the third DC calibration unit 223
may remove a DC offset by using a DC calibration value
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determined according to the control of the controller. An
operation of the controller for determining a DC calibration
value used by the third DC calibration unit 223 will be
described in more detail below with reference to FIG. 3 and
FIG. 5. Accordingly, a detailed description thereof will be
omitted here.

The mixer 225 may mix the signal, which is obtained after
the third DC calibration unit 223 removes the DC offset, with
a signal, which is output from the LO 227, and output a mixed
signal to the drive amplifier 229. The drive amplifier 229 can
amplify the signal, which is output from the mixer 225, by a
previously-set gain, and output an amplified signal. At this
time, the envelope detector 231 may measure the magnitude
of an analog baseband input tone detected from an envelope
of'an RF signal, which is output from the drive amplifier 229,
and output a result of the measurement to the controller.

The controller may track the magnitude of an analog base-
band input tone, which is output from the envelope detector
231, and determine a DC calibration value used by each of the
first DC calibration unit 213, the second DC calibration unit
219 and the third DC calibration unit 223. An operation of the
controller for determining a DC calibration value which is to
beused by each of the first DC calibration unit 213, the second
DC calibration unit 219 and the third DC calibration unit 223
will be described in more detail below with reference to FIG.
3to FIG. 6. Accordingly, a detailed description thereof will be
omitted here.

FIG. 3 is a flowchart showing an operation of determining
a DC calibration value for use in DC calibration unit accord-
ing to an exemplary embodiment of the present invention.

Referring to FIG. 3, in step 311, in order to remove a DC
offset from a signal which is output from the IVC 215, the
controller may track the magnitude of an analog baseband
input tone, which is output from the envelope detector 231.
And the controller adjusts a DC calibration value of the first
DC calibration unit 213 by a previously-set step value from a
first default value, in a state of bypassing the VGA 217 and the
LPF 221 in order to prevent a signal from being input/output
to/from the VGA 217 and the LPF 221, and proceeds to step
313. In step 313, the controller may identify whether a point
(namely, an inflection point) is detected at which the magni-
tude of an analog baseband input tone, which is output from
the envelope detector 231, continuously decreases and again
increases in step 313. When a result of the identification in
step 313 shows that the inflection point is not detected, the
controller returns to step 311.

When a result of the identification in step 313 shows that
the inflection point is detected, the controller proceeds to step
315. In step 315, the controller may determine that a DC
calibration value, at which the inflection point is detected, is
a DC calibration value that the first DC calibration unit 213 is
to use, and proceeds to step 317.

In step 317, in order to remove a DC offset from a signal
which is output from the LPF 221, the controller tracks the
magnitude of an analog baseband input tone, which is output
from the envelope detector 231, while the controller adjusts a
DC calibration value of the third DC calibration unit 223 by a
previously-set step value from a first default value, in a state
of bypassing the VGA 217 in order to prevent a signal from
being input/output to/from the VGA 217. When the controller
determines the DC calibration value that the third DC cali-
bration unit 223 is to use, the first DC calibration unit 213 may
use the DC calibration value determined in step 315.

In step 319, the controller identifies whether a point
(namely, an inflection point) is detected at which the magni-
tude of an analog baseband input tone, which is output from
the envelope detector 231, continuously decreases and again
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increases. When a result of the identification in step 319
shows that the inflection point is not detected, the controller
may return to step 317

When a result of the identification in step 319 shows that
the inflection point is detected, the controller proceeds to step
321. In step 321, the controller may determine that a DC
calibration value, at which the inflection point is detected, is
a DC calibration value that the third DC calibration unit 223
is to use, and proceeds to step 323.

In step 323, in order to remove a DC offset from a signal
which is output from the VGA 217, the controller tracks the
magnitude of an analog baseband input tone, which is output
from the envelope detector 231. And, the controller adjusts a
DC calibration value of the second DC calibration unit 219 by
a previously-set step value from a first default value. At this
time, when the controller may determine the DC calibration
value that the second DC calibration unit 219 is to use, the first
DC calibration unit 213 uses the DC calibration value deter-
mined in step 315, and the third DC calibration unit 223 uses
the DC calibration value determined in step 321.

The controller may identify whether a point (namely, an
inflection point) is detected at which the magnitude of an
analog baseband input tone, which is output from the enve-
lope detector 231, continuously decreases and again
increases in step 325. When a result of the identification in
step 325 shows that the inflection point is not detected, the
controller returns to step 323.

When a result of the identification in step 325 shows that
the inflection point is detected, the controller proceeds to step
327. The controller may determine that a DC calibration
value, at which the inflection point is detected, is that the
second DC calibration unit 219 is to use, and complete the
steps in step 327.

In FIG. 3, a description was provided of an exemplary
operation of the controller shown in FIG. 2 for determining a
DC calibration value which is to be used by each of the first
DC calibration unit 213, the second DC calibration unit 219
and the third DC calibration unit 223. Next, an exemplary
process in which the controller shown in FIG. 2 controls the
operation of the first DC calibration unit 213 and determines
afirst DC calibration value will be described with reference to
FIG. 4.

FIG. 4 is a view showing a process in which a controller
controls the operation of a first DC calibration unit and deter-
mines a first DC calibration value according to an exemplary
embodiment of the present invention.

Referring to FIG. 4, in order to remove a DC offset from a
signal which is output from the IVC 215, the controller may
perform a control operation so that the signal transmission
device may bypass the VGA 217 and the LPF 221 in order to
prevent a signal from being input/output to/from the VGA
217 and the LPF 221. Then, the controller may track the
magnitude of an analog baseband input tone, which is output
from the envelope detector 231, while the controller adjusts a
DC calibration value of the first DC calibration unit 213 by a
previously-set step value from a first default value.

When a result of the identification shows that the inflection
point is not detected, the controller again may track the mag-
nitude of an analog baseband input tone, which is output from
the envelope detector 231, adjusting a DC calibration value of
the first DC calibration unit 213 by the previously-set step
value. In this case, an operation of tracking the magnitude of
the analog baseband input tone corresponds to an operation in
which the controller identifies whether a point (namely, an
inflection point) is detected at which the magnitude of an
analog baseband input tone which is output from the envelope
detector 231 continuously decreases and again increases.
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When a result of the identification shows that the inflection
point is detected, the controller determines that a DC calibra-
tion value, at which the inflection point is detected, is a DC
calibration value (namely, a first DC calibration value) that
the first DC calibration unit 213 is to use.

In FIG. 4, a description was provided of an exemplary
process in which the controller shown in FIG. 2 controls the
operation of the first DC calibration unit 213 and determines
the first DC calibration value. Next, an exemplary process in
which the controller shown in FIG. 2 controls the operation of
the third DC calibration unit 223 and determines a third DC
calibration value, will be described with reference to FIG. 5.

FIG. 5 is a view showing a process in which a controller
controls the operation of a third DC calibration unit and
determines a third DC calibration value according to an
exemplary embodiment of the present invention.

Referring to FIG. 5, first, it is assumed that the first DC
calibration unit 213 uses the first DC calibration value deter-
mined as described above with reference to FIG. 4. In order to
remove a DC offset from a signal which is output from the
LPF 221, the controller may track the magnitude of an analog
baseband input tone, which is output from the envelope detec-
tor 231, while the controller may adjust a DC calibration
value of the third DC calibration unit 223 by a previously-set
step value from a first default value, in a state of performing a
control operation so that the signal transmission device may
bypass the VGA 217 in order to prevent a signal from being
input/output to/from the VGA 217.

When a result of the identification shows that the inflection
point is not detected, the controller again may track the mag-
nitude of an analog baseband input tone, which is output from
the envelope detector 231, while the controller adjusts a DC
calibration value of the third DC calibration unit 223 by the
previously-set step value. In this case, an operation of track-
ing the magnitude of the analog baseband input tone corre-
sponds to an operation in which the controller identifies
whether a point (namely, an inflection point) is detected at
which the magnitude of an analog baseband input tone which
is output from the envelope detector 231 continuously
decreases and again increases. When a result of the identifi-
cation shows that the inflection point is detected, the control-
ler may determine that a DC calibration value, at which the
inflection point is detected, is a DC calibration value (namely,
athird DC calibration value) that the third DC calibration unit
223 is to use.

FIG. 6 is a view showing a process in which a controller
may control the operation of a second DC calibration unit and
determine a second DC calibration value according to an
exemplary embodiment of the present invention.

Referring to FIG. 6, it is assumed that the first DC calibra-
tion unit 213 uses the first DC calibration value determined as
described above with reference to FIG. 4 and the third DC
calibration unit 223 uses the third DC calibration value as
described above with reference to FIG. 5. In order to remove
a DC offset from a signal which is output from the VGA 217,
the controller may track the magnitude of an analog baseband
input tone, which is output from the envelope detector 231,
while the controller adjusts a DC calibration value of the
second DC calibration unit 219 by a previously-set step value
from a first default value.

When a result of the identification shows that the inflection
point is not detected, the controller again may track the mag-
nitude of an analog baseband input tone, which is output from
the envelope detector 231, while the controller adjusts a DC
calibration value of the second DC calibration unit 219 by the
previously-set step value. In this case, an operation of track-
ing the magnitude of the analog baseband input tone corre-
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sponds to an operation in which the controller identifies
whether a point (namely, an inflection point) is detected at
which the magnitude of an analog baseband input tone which
is output from the envelope detector 231 continuously
decreases and again increases. Meanwhile, when a result of
the identification shows that the inflection point is detected,
the controller may determine that a DC calibration value, at
which the inflection point is detected, is a DC calibration
value (namely, a second DC calibration value) that the second
DC calibration unit 219 is to use.

FIG. 7 is a graph showing calibration points according to a
step change in an analog baseband gain in each case of an
exemplary embodiment of the present invention and that of
the related art.

Referring to FIG. 7, a horizontal axis of the plotted graph
represents gain [dB] in a dynamic range of an analog base-
band (analog baseband gain [dB]), and a vertical axis thereof
represents relative LO leakage power [dBc].

As can be seen in the plotted graph, on the assumption that
a dynamic range of an analog baseband corresponds to 30
[dB], when DC offset calibration is required, for example, at
every 2 [dB], according to the scheme of the related art, the
DC calibration unit shown in FIG. 1 repeats DC offset cali-
bration 15 times in total. According to the exemplary scheme
of the present invention, each DC calibration unit shown in
FIG. 2 performs DC offset calibration in the case of a max
gain, and thus, DC offset calibration is repeated three times in
total.

Therefore, according to the scheme of the related art, in
order to meet specifications required for relative LO leakage
power in a dynamic range of the entire analog baseband, DC
offset calibration must be repeated at multiple calibration
points. In contrast, according to the exemplary scheme of the
present invention, it can be noted that DC offset calibration is
performed only at a calibration point matched to the max
gain.

According to exemplary embodiments of the present
invention, the signal transmission device performs DC offset
calibration only once at a maximum gain value for each block,
so that it is possible to efficiently remove a DC offset in an
analog baseband.

While the invention has been shown and described with
reference to certain exemplary embodiments thereof, it will
be understood by those skilled in the art that various changes
in form and details may be made therein without departing
from the spirit and scope of the invention as defined by the
appended claims and their equivalents.

What is claimed is:

1. An apparatus for Direct Current (DC) offset calibration

in a signal transmission device, the apparatus comprising:

a Current-to-Voltage Converter (IVC) for converting a sig-
nal, into a voltage signal;

a first DC calibration unit for removing a DC offset from a
signal, which is output from the IVC, by using a first DC
calibration value;

a Variable Gain Amplifier (VGA) for amplifying a signal
output from the IVC, by using a previously-set gain;
asecond DC calibration unit for removing a DC offset from
a signal, which is output from the VGA, by using a

second DC calibration value;

a Low Pass Filter (LPF) for filtering a signal output from
the VGA in such a manner as to limit a bandwidth of the
signal to a previously-set bandwidth;

a third DC calibration unit for removing a DC offset from
a signal, which is output from the LPF, by using a third
DC calibration value; and
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a controller for determining the first DC calibration value,
the second DC calibration value and the third DC cali-
bration value,

wherein at least one of the first DC calibration value, the
second DC calibration value, and the third DC calibra-
tion value is based on a magnitude of an analog baseband
input tone.

2. The apparatus as claimed in claim 1, further comprising:

amixer for mixing the signal, which is output from the LPF,
with a signal which is output from a local oscillator;

a drive amplifier for amplifying a signal, which is output
from the mixer, by a previously-set gain; and

an envelope detector for measuring the magnitude of the
analog baseband input tone of a signal which is output
from the drive amplifier,

wherein the controller determines the first DC calibration
value by using the magnitude of the analog baseband
input tone, which is output from the envelope detector,
while the controller adjusts a DC calibration value,
which the first DC calibration unit is to use, by a previ-
ously-set step value from a first default value, in a state
of' bypassing the VGA and the LPF in order to prevent a
signal from being input/output to/from the VGA and the
LPFE.

3. The apparatus as claimed in claim 2, wherein the con-
troller determines a DC calibration value used at an inflection
point as the first DC calibration value when the magnitude of
the analog baseband input tone, which is output from the
envelope detector, reaches the inflection point, and the inflec-
tion point represents a point at which the magnitude of the
analog baseband input tone continuously decreases and again
increases.

4. The apparatus as claimed in claim 2, wherein, after the
controller determines the first DC calibration value, the con-
troller determines the third DC calibration value by using the
magnitude of the analog baseband input tone, which is output
from the envelope detector, while the controller adjusts a DC
calibration value, which the third DC calibration unit is to use,
by a previously-set step value from a first default value, in a
state of bypassing the VGA in order to prevent a signal from
being input/output to/from the VGA.

5. The apparatus as claimed in claim 4, wherein the con-
troller determines a DC calibration value used at an inflection
point as the third DC calibration value when the magnitude of
the analog baseband input tone, which is output from the
envelope detector, reaches the inflection point, and the inflec-
tion point represents a point at which the magnitude of the
analog baseband input tone continuously decreases and again
increases.

6. The apparatus as claimed in claim 3, wherein, after the
controller determines the first DC calibration value and the
second DC calibration value, the controller determines the
second DC calibration value by using the magnitude of the
analog baseband input tone, which is output from the enve-
lope detector, while the controller adjusts a DC calibration
value, which the second DC calibration unit is to use, by a
previously-set step value from a first default value.

7. The apparatus as claimed in claim 6, wherein the con-
troller determines a DC calibration value used at an inflection
point as the second DC calibration value when the magnitude
of the analog baseband input tone, which is output from the
envelope detector, reaches an inflection point, and the inflec-
tion point represents a point at which the magnitude of the
analog baseband input tone continuously decreases and again
increases.

8. A method for Direct Current (DC) offset calibration in a
signal transmission device, the method comprising:
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converting a signal, into a voltage signal by a Current-to-
Voltage Converter (IVC);

removing a DC offset from a signal, which is output from
the IVC, by using a first DC calibration value by a first
DC calibration unit;

amplifying a signal output from the IVC by using a previ-
ously-set gain by a Variable Gain Amplifier (VGA);

removing a DC offset from a signal, which is output from
the VGA, by using a second DC calibration value by a
second DC calibration unit;

filtering a signal output from the VGA in such a manner as

to limit a bandwidth of the signal to a previously-set
bandwidth, by a Low Pass Filter (LPF); and
removing a DC offset from a signal, which is output from
the LPF, by using a third DC calibration value by a third
DC calibration unit,

wherein at least one of the first DC calibration value, the
second DC calibration value, and the third DC calibra-
tion value is based on a magnitude of an analog baseband
input tone.

9. The method as claimed in claim 8, further comprising:

mixing the signal, which is output from the LPF, with a

signal, which is output from a local oscillator, by a
mixer;
amplifying a signal, which is output from the mixer, by a
previously-set gain, by a drive amplifier; and

measuring the magnitude of the analog baseband input
tone of a signal, which is output from the drive amplifier,
by an envelope detector,

wherein the first DC calibration value is determined by

using the magnitude of the analog baseband input tone,
which is output from the envelope detector, while a DC
calibration value, which the first DC calibration unit is to
use, is adjusted by a previously-set step value from a first
default value, in a state of bypassing the VGA and the
LPF in order to prevent a signal from being input/output
to/from the VGA and the LPF.

10. The method as claimed in claim 9, wherein the first DC
calibration value is determined as a DC calibration value used
at an inflection point when the magnitude of the analog base-
band input tone, which is output from the envelope detector,
reaches the inflection point, and the inflection point repre-
sents a point at which the magnitude of the analog baseband
input tone continuously decreases and again increases.

11. The method as claimed in claim 9, wherein, after the
first DC calibration value is determined, the third DC calibra-
tion value is determined by using the magnitude of the analog
baseband input tone, which is output from the envelope detec-
tor, while a DC calibration value, which the third DC calibra-
tion unit is to use, is adjusted by a previously-set step value
from a first default value, in a state of bypassing the VGA in
order to prevent a signal from being input/output to/from the
VGA.

12. The method as claimed in claim 11, wherein the third
DC calibration value is determined as a DC calibration value
used at an inflection point when the magnitude of the analog
baseband input tone, which is output from the envelope detec-
tor, reaches the inflection point, and the inflection point rep-
resents a point at which the magnitude of the analog baseband
input tone continuously decreases and again increases.

13. The method as claimed in claim 9, wherein, after the
first DC calibration value and the second DC calibration value
are determined, the second DC calibration value is deter-
mined by using the magnitude of the analog baseband input
tone, which is output from the envelope detector, while a DC
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calibration value, which the second DC calibration unit is to
use, is adjusted by a previously-set step value from a first
default value.

14. The method as claimed in claim 13, wherein the second
DC calibration value is determined as a DC calibration value
used at an inflection point when the magnitude of the analog
baseband input tone, which is output from the envelope detec-
tor, reaches an inflection point, and the inflection point rep-
resents a point at which the magnitude of the analog baseband
input tone continuously decreases and again increases.

15. An apparatus for Direct Current (DC) offset calibration
in a signal transmission device, the apparatus comprising:

a Current-to-Voltage Converter (IVC) for converting a sig-

nal into a voltage signal and outputting a first signal;

a Variable Gain Amplifier (VGA) for amplifying the first

signal using a previously-set gain after a first DC offset
is removed from the first signal and for outputting a
second signal; and

a Low Pass Filter (LPF) for filtering the second signal in

such a manner as to limit a bandwidth of the signal to a
previously-set bandwidth after a second DC offset is
removed from the second signal and for outputting a
third signal,

wherein a third DC offset is removed from the third signal

and,

wherein at least one of the first DC offset, the second DC

offset, and the third DC offset is based on a magnitude of
an analog baseband input tone.
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16. The apparatus as claimed in claim 15, further compris-
ing:
a controller for determining the first DC offset, the second
DC offset and the third DC offset.
17. The apparatus as claimed in claim 16, further compris-
ing:
amixer for, after the third DC offset is removed, mixing the
third signal with a signal that is output from a local
oscillator and for outputting a fourth signal;
a drive amplifier for amplifying the fourth signal by a
previously-set gain; and
an envelope detector for measuring the magnitude of the
analog baseband input tone of a signal which is output
from the drive amplifier,
wherein the controller determines the first DC offset by
using the magnitude of the analog baseband input tone,
which is output from the envelope detector, while the
controller adjusts the first DC offset by a previously-set
step value from a first default value, in a state of bypass-
ing the VGA and the LPF in order to prevent a signal
from being input/output to/from the VGA and the LPF.
18. The apparatus as claimed in claim 17, wherein the
controller determines a DC offset used at an inflection point
as the first DC offset when the magnitude of the analog
baseband input tone, which is output from the envelope detec-
tor, reaches the inflection point, and the inflection point rep-
resents a point at which the magnitude of the analog baseband
input tone continuously decreases and again increases.
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